


radik klasik Price list IN GBP valid from 01.11.2008

Each radiator is guaranteed for 10 years from the date of sale from leak-
age, the manufacturer also guarantees for the stated heat outputs. The 
manufacturer accepts no responsibility for deformation or damage caused 
during unqualified transport, handling or storage. 
RADIK Klasik radiators are certified for using national quality mark BSI. The 
ISO 9001:2000 quality management system guarantees an excellent and 
long-lasting quality of products and services.

The surface finish is done in three stages:
1) Preparatory treatment - degreasing, phosphating, rinsing
2) Basic paint - cataphoretic treatment guarantees anti-corrosive resistance                                                                                   

and excellent adhesive, mechanical and chemical features
3) Epoxy-polyester powder coat in RAL 9010 White as standard, other 

colours available on request.

Guarantee and Quality 

Each RADIK Klasik radiator comes complete with factory fitted top grille 
and side panels. Every radiator is supplied with painted concealed brackets, 
directional air vent, plug, fixing screws and raw plugs. Each radiator has two 
upper and lower hangers welded on the back. Radiators with length 1800 
mm and longer have six hangers. 
Heat outputs of the steel panel radiators RADIK Klasik were measured in 
accordance with EN 442 in an accredited laboratory.

Description

 Finish 

Mounting bracket

Each radiator has corrugated card on the top and bottom edges, with plastic 
protective corners and is covered in polyethylene shrink wrap.

Packaging 

Position of radiator 

Table of sizes
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Technical data

Height H............................................  300, 400, 500, 600, 900 mm
Length L........................................... 400, 500, 600, 700, 800, 900,	
.....................................................1000, 1100, 1200, 1400, 1600,
............................................... 1800, 2000, 2300, 2600, 3000 mm
Connecting pitch ....................................................... h = H – 54 mm
Connecting thread...................................................... 4 x G1/2 inside
Highest allowed working pressure..............................................10 bar
Highest allowed working temperature.........................................110 °C 
Radiator connection..................................................... left or right side

The company reserves the right to make technical changes.
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